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Input & Output
Input voltage

Input frequency
Output voltage
Max. output power
Max. output current

Charging interface type

Protection

Over voltage protection
Under voltage protection
Over load protection
Short circuit protection
Earth leakage protection
Over-temp protection

Lightning protection

Function and Accessory
Ethernet/WIFI/4G
Connector

RCD

LED Indicator light
Emergency stop button
Intelligent power adjustment

RFID

Working environment
Protection degree
Environment temperature
Relative humidity
Maximum altitude

Cooling

Standby power consumption

Mechanical
Dimension (W/H/D)

Weight

Mounting Accessories
Wall-mounting

Ground-mounting pole

Certification

Certificate

230V AC

50Hz

230V AC

7.3KW
32A

IEC 62196-2, Type |l

380

Yes
Yes
Yes

Yes

Yes
Yes

Yes

Yes/Yes/Opt
Socket

Type A + 6mA DC fault current protection
(Equivalent to Type B)

Yes
Yes
Opt

Yes (Only applies to EVA-07S-S RFID)

P65

-200°C ~ +65°C

0-95% non-condensing
<2000m

Natural air cooling

<8W

240/380/145mm

<7KG

Yes

opt ANDROID APP ON
~ Google play

| 4

CE

#_ Download on the

@& App Store




